For Technical
Superiority
& Best-in-Class
Performance

Salient Features

- Versatile Performance: Cutting  +Improved cutting action & productivity
across materials & machine - Better geometrical accuracies

- Consistent Surface Finish - Higher wheel life
- Excellent form retention

SAINT-GOBAIN


http://Pdfaid.com

Cylindrical wheel are most often used when

component is held between centres & in chuck.

Type of Cylindrical Grinding
- Straight Plunge Grinding
- Angular Plunge Grinding
- Traverse Grinding

New enhanced MTS List for Cylindrical Wheels

Iltem Code Wheel Size Specification
(Type) Wheel Performance
V462M 300x25x76.2 A60L5VMS 11X
V463M 300%25x76.2 AGON5SVMS L 1X 1X
V464M 300x25x127 A60K5VMS
V465M 300x25x127 A60L5VMS 0.75
V466 M 300x25x127 A60N5VMS 0.5
V467M 300x40x127 A463L5VMS Competitor Norton Norton
V468M 350x25x127 A60L5VMSC vio VENM VMS
V469M 350x25x127 A60N5VMSC
V470M 350x40x127 A463L5VMS
V393M 350x40x127 AG0L5VMS
V394M 350x40x127 A601N5VMSC
V395M 350x50x127 ABONSVIMS
V396M 350x50x127 A60NSVGEN
V471IM 400x40x127 A60L5VMS
V473M 500x50x254 A60L5VMS
Type 5
V397M 300x40x127(1-190x15) A60L5VMS
V398M 300x40x127(1-190x15) A463K5VMS
V400M 300x40x127(1-190x15) A60K5VMS
V402M 350x40x127(1-190x15) A463L5VMS
VA455M 350x40x127(1-190x15) A60L5VMS
V456M 400x40x127(1-190x15) A60K5VMS
V457M 400x40x127(1-190x15) A463K5VMS
V458M 400x40x127(1-190x15) A463L5VMS
V451M 400x50x127(1-190x15) A6ONSVMS
V452M 450x65x254(1-325x10) A463K5VMS
V454M 450x65x254(1-325x10) A60L5VMS
V500M 500X65x254(1-325x10) A463K5VMS
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